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 ADVANCE AP 777 
Take a glance through our latest development -

A synthetic rubber-based contact adhesive with low

amounts of VOC, which dries quickly and has

excellent bonding properties with rapid strength

development -     ADVANCE AP 777 

"Creating bonds since 1995"
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LOW ODOUR
Most contact adhesive have a strong odour of solvent which can be

irritating while manufacturing your products. Our adhesive is specially

formulated to have negligible VOC which in turn gives out a sweet non-

offensive fragrance. This helps to maintain a healthy and odour-free

workplace.

SUPERIOR BONDING
The bonding capabilities of our moisture/weather resistant adhesive is

unmatched and has excellent performance on various substrates such

as Rexines, Metals, FRP's, PP, Foam, ABS, PVC, Fabrics, Wood etc.

It is a one stop solution for all your substrates which simplifies your

inventory too.

SPRAYABLE/BRUSHABLE
Our adhesive is compatible with various makes of spray guns. If the adhesive is

too viscous and does not spray well with your current spray gun, no worries. We

can tailor make the adhesive to be compatible with your current apparatus.

It can be applied manually by brushes too.

BENZENE-FREE
Prolonged exposure to benzene causes harmful effects on the bone

marrow and can cause a decrease in red blood cells, leading to anemia. It

can also cause excessive bleeding and can affect the immune system,

increasing the chance for infection.

Healthy environment always boosts the morale of your team.

EXCELLENT COVERAGE
The higher the solids content in an adhesive, the further it will go,

providing more adhesive coverage on the materials being bonded. Lower

solids content will cause shrinkage, which may lead to cracking or other

quality issues.



APPLICATIONS

AUTOMOBILES

CARPETS

FURNITURES &

UPHOLSTERY

MATTRESSES

LUGGAGES

APPLICATION INSTRUCTION
•Surface to be bonded should be clean, dry and free from oil/grease stains and dust.

•Stir the adhesive before application. 

• Apply ADVANCE AP 777 on both the surfaces. First the non-porous surfaces then the

porous surfaces. 

• Once the adhesive becomes dry, press both the surfaces together, ensuring uniform

contact. 

• Optimum bond strength is achieved in 24hrs. 

FLOORING &

TILING

AND MORE...



PACKAGING
ADVANCE AP 777 is available in 20 litres non-returnable MS drums. 

Other packings can be considered on request

TECHNICAL SPECIFICATIONS

CLEANERS/DILUENTS
Turpentine oil may be used clean without damaging your precious materials. For rigid

cleaning, Toluene may be used. 

For Dilution, Hexane/Heptane works best.

STORAGE AND HANDLING
•Store the adhesive in a cool and dry place .

•Keep the adhesive container closed when not in use. 

•The adhesive is highly flammable hence it must not come in contact with high heat, spark

and naked flame. 

•The adhesive has a shelf life of at least 1 year from the date of manufacture, under

sealed and recommended storage conditions.

•If the adhesive becomes too viscous after a couple of months, use appropriate diluents

as mentioned above.

•Non-flammable version of our adhesive is also available upon request.

"This information and any technical advice-whether verbal, in writing or by way of trials – are given in good faith but without  warranty, this also applies where rights of third parties are involved. The

advice given does not release the user from obligation  to check its validity and to test the suitability of our products for the intended processes and uses. The application, use and  processing of our

products , even if made on the basis of our technical advice, are beyond our control and therefore, entirely under the responsibility of the user."


